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twinFLOOR®

Recommended Tools:

Stanley Knife�r��
Straight Edge�r��
Roller�r��
Tape Measure�r��
Pencil�r��

1.	 Sub-Floor Preparation

a.	 twinFLOOR can be installed over most existing floors including wood, vinyl, linoleum, 
concrete and ceramic tile.

b.	 twinFLOOR CAN NOT be fitted over carpet or in conservatories or wet rooms. Wet 
areas such as bathrooms and shower rooms are suitable for twinFLOOR.

c.	 The sub-floor MUST be flat, smooth with no bumps, sound and must be of sufficient 
strength to ensure it does not break up during installation.

d.	 Strip wood floors, particle board, chipboard, wafer board, knotty plywood, etc. should 
be flat, or covered with a plywood underlay (6mm thickness), to create a flat, smooth 
sub-floor before installation. It is recommended that crawl spaces should be insulated 
and protected by a barrier. twinFLOOR should not be installed over a sleeper type 
sub-floor.

e.	 Other existing ‘smooth’ floor types: vinyl, tile, linoleum, cushioned vinyl, cork etc. must 
be flat and sound without bumps. Uneven concrete floors must be screeded with a 
minimum 3mm of smoothing compound prior to installation.

2.	 Pre-installation

a.	 Your flooring packs should be stored at a room temperature of 18-24 C (Approx 65 F) 
for at least 48 hours prior to the installation. 

	
�7�L�S�����'�X�U�L�Q�J���W�K�L�V���W�L�P�H���L�W���L�V���U�H�F�R�P�P�H�Q�G�H�G���W�R���O�H�D�Y�H���W�K�H���E�R�[�H�V���X�S�V�L�G�H���G�R�Z�Q��

b.	 Keep tiles in the pack to prevent the atmosphere from drying out the GlueStrip®. 
Before installing ensure that each carton is from the same batch by referring to the 
carton number on the pack.

c.	 Before installing your floor, take the material from two or three consecutive cartons 
and examine the pattern repeat/wood graining to ensure that the graining is evenly 
spread over the whole installation and not concentrated in certain areas, to ensure a 
random effect. 

d.	 The room temperature during installation should between 10-35 C for best results.

e.	 If installing in cold conditions, the GlueStrip® may need to be softened by use of a 
quick blast of heat from a hairdryer held 4 -6 inches from GlueStrip®.

f.               If fitting over under-floor heating, the system should be switched off at least 24 hours 
prior to installation. Once twinFLOOR is installed the heating can be switched back 
on at around 10ºC, gradually increasing the thermostat by 2-3 degrees/day and not 
exceeding 29ºC.

o o

o

Flooring MUST be checked for colour shading differences, flaws, defects or damage prior to installation
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soundPANEL

3. Operation

Power

When the unit first receives power it will default to standby. Switch
the unit on, either by pressing the power button on the front panel
or using the supplied remote control. The power button will also
put the unit into standby although only the power button can be
used to switch the unit back on again. It is safe to leave the amp in
standby as very little current (less than 100mA) is used in that mode.
In standby only the Red power LED will be illuminated. This is the
normal method of switching off the amp. All the LEDs are
configured to fade as the ambient light level drops; this is so that the
led brightness does not look excessive even in a darkened bedroom.
The “F6” key on the remote will force the LED’s to dim regardless
of light level. In the event of a power failure the amp will come back
on in to standby mode and will remember the last stored
parameters.

Volume

The volume can be controlled from the front panel or from the
remote control. There are 256 steps to the volume control from
a minimum volume of 0 to a maximum volume setting of 255.
These are accessed by pressing the volume up and volume down
buttons. The 10 number keys from 0 (min) to 9 (max) on the remote
control provide a quick way of selecting a range of preset volumes
within this range.

The amp remembers the volume setting that was in use when it went
into standby - on restore it will select either the stored volume or the
volume of the key pressed - whichever is the lower. On first key press
the volume is deliberately inhibited at 50% of maximum. Subsequent key
presses will allow higher volumes to be selected.

Bass, Treble, Balance, Loudness Adjustment

Adjustment procedure for bass, treble, balance and loudness:
To enter setup mode press F2 and hold for 3 seconds.
Bass, treble, balance & loudness can now be adjusted. F4 cycles
through these parameters and the radio preset up/down will
adjust the levels. To exit setup procedures press F2 again. To
store the current settings to memory so they will be saved when
the soundPANEL is switched off and on again exit setup mode by
pressing F2 and then press F4. Note - setup mode will be exited
automatically if no key is pressed for four seconds.
When in setup mode the LED’s will illuminate as shown (right):

CONTENTS

soundPANEL page 23



soundPANEL

Radio Controls

Your soundPANEL radio amplifier comes with 10 preset national radio stations, as
listed in the table on the right.

To store a different radio station over the preset station, first choose a memory
location, for example to store to location 4, press F5 then 4. This makes number 4
the current active memory location. Now press ‘seek’ (F1 up or F3 down) until the
tuner settles on the station you like. Now press F4 and the current station will be
stored to location 4. Repeat for each location (0 through 9) storing as desired.

soundPANEL has two memory “maps”, the current map and a map stored in
permanent memory. When the unit is switched off the current map is lost and the
permanent memory map will be loaded when the unit is switched back on. Pressing
F4 at any time writes the current map to the permanent map.

MP3 Controls

Using the 3.5mm jack-to-jack cable provided, plug one jack into the earphone socket
of your music player e.g. MP3/ iPod/mobile phone, and the other end into the
jack-socket located on the amp fascia plate.

Press play on your music player and adjust the volume to ¾ level. The volume should
then be controlled via the soundPANEL remote control or front panel – see ‘volume’
section, above. All music is controlled through the audio device, not via the remote
control or front panel.

Warranty - If in doubt about any points regarding installation, please check our 
published warranty document. Failure to do so may invalidate your warranty.

Preset Number Station
0 Smooth Radio

1 BBC Radio 1

2 BBC Radio 2

3 BBC Radio 3

4 BBC Radio 4

5 Classic FM

6 BBC World Radio

7 BBC Radio 5 Live

8 Absolute Radio

9 Talksport

Technical Enquiries Contact

SFX Technologies Ltd   

2 Washington Court   

Washington Lane

Edinburgh

EH11 2HA

Sales Enquiries Contact

Grant Westfield Limited 

Westfield Avenue

Edinburgh   

EH11 2QH

t. 0131 313 7400   f. 0131 337 9748

e. sales@sfxtechnologies.com   

www.sfxtechnologies.com

t. 0131 337 62 62   f. 0131 337 9241

e. sales@grantwestfield.co.uk   

www.multipanel.co.uk

soundPANEL
converting wall panels into speakers
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The ideal solution for waterproof 
walls, floors and ceilings.

Grant Westfield Ltd   Westfield Avenue   Edinburgh   EH11 2QH
t. +44(0)131 337 6262   f. +44(0)131 337 9241

e. sales@grantwestfield.co.uk

www.multipanel.co.uk

www.multipanel.co.uk



